


           TRALERT® small trailer lighting | 73           72 | TRALERT® small trailer lighting

EASILY CONNECT WITH A Y-CABLE?

Almost all LED work lights in this catalog are equipped with a convenient Deutsch 

connector for easy installation. If you want to connect two work lights quickly and easily 

while only having one available connection, TRALERT® offers a plug-and-play solution in 

the form of this Y-cable (art. WAC-30100Y). It has one 30cm cable on one side and two 

100cm cables on the other. Compatible with all TRALERT® work lights with a Deutsch 

connector.

LED WORK LIGHTS
DISCOVER THE RANGE

Optimum lighting for your work area is achieved with TRALERT® LED 
work lights. Featuring sturdy housing, powerful LEDs, and excellent light 
distribution, the LED work lights from TRALERT® come in various shapes, 

ensuring there's always a work light that suits your small trailer. Discover on 
the following pages which LED work light best fits your small trailer!

NEED A LONGER CABLE? Art. WAC-40DTC

Almost all LED work lights in this catalog are equipped with a handy Deutsch connector 

for easy installation. If the included cable isn't long enough for your application, 

TRALERT® offers a plug-and-play solution in the form of this female Deutsch connector 

with a 400cm extension cable and cover (item WAC-40DTC). This extension allows you 

to lengthen the connection of the work light by four meters. It is compatible with all 

TRALERT® work lights that use a Deutsch connector.
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Slimline LED work lights
Powerful and slimline LED work lights are ideal for installation in small spaces. With these work lights 
offering wide light distribution, you can create a perfectly illuminated work area. This selection features 
three unique models. These work lights are particularly suitable for mounting at the rear or as additional 
reverse lights on the side of your trailer. 
 
The strength of these work lights lies in their size and placement. Due to their extremely compact 
design, this series can be mounted in the tightest spaces. As a result, even in small areas, a powerful 
floodlight can be installed that evenly illuminates the entire rear view.

TRALERT® Onix Series Art. WF-3027)

Features:

- 2880 lumen

- Widebeam

- 50cm cable + Deutsch connector

- 9-36V multivoltage

- 6x 3W LEDs

- Dimensions: 157 x 43,7 x 60mm

- 2,04A at 12V / 1,40A at 24V

- 64 lux at 10m / 1 lux at 73m

E CE

IP69K 2Y

TRALERT® Edge Series (Art. WR-2428.1)

Features:

- 2800 lumen

- Widebeam / R23 Reverse light

- 200cm cable + Deutsch-connector

- 9-36V multivoltage

- 4x 6W LEDs

- Dimensions: 130 x 42 x 56mm

- 1,60A at 12V / 0,80A at 24V

- 34 lux at 10m / 1 lux at 59m

- Beam angle 70°

- Two mounting angles available

E CE

R23

IP69K2Y

TRALERT® Optimus Series (Art. WR-2426)

Features:

- 2600 lumen

- Widebeam / R23 Reverse light

- 30cm cable + Deutsch-connector

- 9-36V multivoltage

- 8x 3W LEDs

- Dimensions: 150 x 50 x 48mm

- 1,60A at 12V / 0,88A at 24V

- 16,0 lux at 10m / 1,0 lux at 39m

- Beam angle 140°

E CE

R23 CISPR25
Class 3

IP69K 2Y

Slimline LED work lightsSlimline LED work lights
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Compact LED work lights
Versatile, compact, and powerful: within the TRALERT® LED work lights range, you will find several 
products that meet these requirements. These are the perfect specifications for applications in the small 
trailer world. 
 
The selected LED work lights on these pages are each ideally suited for small trailers. With excellent 
light output, outstanding light distribution, and robust housing, these are durable options for your small 
trailer. Connecting is also quick and easy, thanks to the standard Deutsch connector provided.

Art. WF-2332 (50cm cable + Deutsch-connector) / WF-2332-4M (400cm cable)

Features:

- 3180 lumen

- Widebeam

- 50cm cable / 400cm cable

- Deutsch-connector / open wire end

- 9-36V multivoltage

- 4x 5,75W LEDs

- Dimensions: 74,7 x 74,6 x 49,8mm

- 1,90A at 12V / 0,96A at 24V

- 10 lux at 14m / 1 lux at 47m

E CE

IP68 2Y

Art. WR-1317

Features:

- 1710 lumen

- Widebeam / R23 Reverse light

- 40cm cable + Deutsch-connector

- 9-36V multivoltage

- 9x 1,5W LEDs

- Dimensions: 100 x 100 x 40mm

- 1,44A at 12V / 0,71A at 24V

- 10 lux at 10m / 0,25 lux at 55m

- Beam angle 50°

E CE

IP69K

2Y

R23

TRALERT® Apex Series (Art. WR-1829V)

Datasheet WR-1829V - WR-1829V-4M

Specifi caties

Artikelnummer WR-1829V - WR-1829V-4M

Lichtbeeld R23 breedstraler

Lumen (Raw) 2929 Lumen

Voltage range 9-30v (piekspanning bestendigd tot 36v)

LED’s 12 x Osram 3030 LED’s

Wattage 18 Watt

Stroomverbruik 12V - 1,7A  /  24V - 0,84A

IP waarde IP68 - IP69K

Afmetingen 74,8 x 76 x 33,8mm

Aansluiting (WR-1829V) 50cm kabel met Deutsch connector

Aansluiting (WR-1829V-4M) 400cm kabel zonder connector

Lichtbereik 22 lux@ 10m / 1 lux@ 47m

Materiaal behuizing Aluminium (ADC12)

Materiaal lens Polycarbonaat lenscover

Temperatuur bereik -30°C t/m +60°C

Certifi caten CE, ECE-R10, ECE-R148, CISPR25 CL 3

Garantie 3 jaar

Lichtkleur 5700K

Hoogt incl. voet 95mm

Lumen (Effectief) 1407lm - 2108lm

22lx

47m 94m

95
,0

1m
m

74,76mm 33,8mm
Features:

- 2929 lumen

- Widebeam

- 50cm cable + Deutsch-connector

- 9-30V multivoltage

- 36V peak voltage resistant

- 12 x 1,5W LEDs

- Dimensions: 74,8 x 95,0 x 33,9mm

- 1,70A at 12V / 0,84A at 24V

- 22 lux at 10m / 1 lux at 47m

E CE

TRALERT® Onix Series (Art. TRSW12274FB)

Features:

- 1136 lumen

- Widebeam

- 40cm cable + Deutsch-connector

- 9-36V multivoltage

- 8x 1,5W LEDs

- Dimensions: 128 x 64 x 47,5mm

- 1,34A at 12V / 0,61A at 24V

- 9 lux at 10m / 0,25 lux at 57m

- Beam angle 50°

E CE

IP682Y

TRALERT® Edge Series (Art. WF-4038V)

Features:

- 3800 lumen

- Widebeam

- Built-in Deutsch-connector

- 9-36V multivoltage

- 4x 10W LEDs

- Dimensions: 85 x 75 x 55mm

- 2,70A at 12V / 1,40A at 24V

- 45 lux at 10m / 1 lux at 67m

- Beam angle 60°

E CE

IP69K2Y

Built-in DT-conn.:

Compacte LED work lightsCompact LED work lights

IP69K3Y

R23 CISPR25
Class 3
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LED WARNING LIGHTS
DISCOVER THE RANGE

An essential part of signaling: LED warning lights. On the following pages, you 
will discover the TRALERT® LED warning lights selection. Slimline designs, 

durable housing, and many patterns to choose from. The LED warning lights 
from TRALERT® come in various shapes and sizes, ensuring that there is 

always a variant suitable for installation on or in your vehicle. Discover on the 
following pages which LED warning light is the best fit for your needs!
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The ideal LED warning light for mounting in the grille of your vehicle. Thanks to its compact size, this warning light is very easy 
to install. Additionally, two mounting sets are included, providing a solution for nearly any installation location. The side-
mounted brackets can rotate 360°, allowing the warning light to be installed either standing or hanging. The brackets on the 
back can also be mounted in different ways. 
 
Moreover, this warning light comes with a 1-meter cable, making the connection much easier. Finally, the warning light 
features 14 different flashing patterns, plus an option for constant illumination, and is equipped with a DIM function.

Certificates & warranty:

E CE

SF-6000A product features:

Connection:	 	 100cm cable 

Light color: 		  Amber

Voltage:			   12-24V

IP-value:	                      	 IP68

LEDs:           		  6 LEDs

Mounting:			  Various possibilities

Amount of patterns:		  14

Dimensions:		  92 x 22 x 19mm

Housing color:		  Black

Certificates:		  ECE-R65 Class 2

Warranty:           		  3 years

R65
Class 2 3Y

The SF-6000A warning light is perfect for mounting in the grille of your 
vehicle. Its compact size makes it easy to install, and it can be mounted in 
virtually any location thanks to the two handy mounting brackets that can 

rotate 360 degrees. The SF-6000A also comes with a 1-meter cable, making 
the connection much easier. Of course, the warning light is certified and 

features 14 warning patterns, including a DIM function.

SF-6000A
PERFECT FOR MOUNTING IN THE GRILLE

LED warning lights Art. SF-6000A
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This warning light is the perfect LED flasher to make your vehicle highly visible during work. With its compact dimensions and 
sleek slimline design, the SF-6500A is ideal for mounting on the vehicles you work with. 
 
The SF-6500A from TRALERT® stands out due to its very compact size, 10 unique flashing patterns (including the option for 
alternating connection), ECE-R10 and R65 certifications, and a convenient 2-meter connection cable. Additionally, this LED 
warning light is 12-24V multivoltage compatible, making installation and mounting quick and easy on all your vehicles.

Certificates & warranty:

E CE

SF-6500A product features:

Connection:	 	 200cm cable

Voltage:			   12-24V

IP-value:	                      	 IP67

LEDs:           		  6 LEDs

Mounting:			  Assembly

Amount of patterns:		  10

Dimensions:		  110 x 29 x 10mm

Housing color:		  Black

Certificates:		  ECE-R65

Warranty:           		  3 years

R65 3Y

A warning light with versatile mounting options: that’s the S10F6300(-ECO). This warning light comes standard with two 
different mounting brackets. One is a flat mounting bracket for flat surfaces, and the other is a round mounting bracket for 
curved surfaces, such as a roof or front bar. 
 
This warning light is available with four flashing patterns (Art. S10F6300A) or a single flashing pattern (Art. S10F6300A-ECO). 
Additionally, this warning light is fully certified, including R10 and R65 certifications, has an IP68 waterproof rating, and comes 
with 15cm of connection cabling.

Certificates & warranty:

E

S10F6300A(-ECO) product features:

Connection:	 	 Open wire end

Lichtbeeld:		  R65 warning light

Voltage:			   12-24V

flash patterns S10F6300A:	 4

flash patterns S10F6300A-ECO:1

LEDs warning light:		  6 LEDs

IP-value:	                      	 IP68

Dimensions:		  103 x 27 x 13,8mm

Cable length:		  15cm 

Housing color:		  Black  

Material lens:		  Polycarbonate

Lens color:	 	 Transparent

Light color:		  Amber

Certificates:		  ECE-R65

Warranty:			  2 years
Suitable for lamp bracket

IP68

R65

CE

2Y

Two mounting rubber options available

LED warning lights Art. S10F6300A(-ECO)LED warning lights Art. SF-6500A
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TRALERT® Art. S11F3003

Features:

- Open wire end

- 12-24V multivoltage

- IP67 waterproof

- 3x 1 Watt LEDs

- Screw mounting

- Dimensions: 90 x 29 x 11mm

- 12 flash patterns

- 5 years warranty

E CE

5YIP67SLIMLINE WARNING LIGHTS
These are the amber slimline warning lights from TRALERT®. These warning lights are 
highly suitable for installation on the front, side, or rear of your small trailer. The lights 
are designed with multivoltage (12-24V) and feature 12 to 22 different flash patterns.

VERY COMPACT AND VERSATILE

TRALERT® Art. S11F4002

Features:

- Open wire end

- 12-24V multivoltage

- IP67 waterproof

- 4x 3 Watt LEDs

- Screw mounting

- Dimensions: 110 x 29 x 11mm

- 22 flash patterns

- R65 certified

- 5 years warranty

E CE

R65

5Y

IP67

TRALERT® Art. S11F6002

Features:

- Open wire end

- 12-24V multivoltage

- IP67 waterproof

- 6x 3 Watt LEDs

- Screw mounting

- Dimensions: 150 x 29 x 11mm

- 22 flash patterns

- R65 certified

- 5 years warranty

E CE

R65

5Y

IP67

BETTER LIGHT    -    WORK SAFER

1

LED Flitsers slimline 12/24v 

6 LED versie SF11-serie

Massa (- VDC)

Plus (+ VDC)

Synchronisatie: Koppel de gele draden aan elkaar om de 
flitsers te synchroniseren. Let op dat elke flitser ingesteld 
staat op hetzelfde flitspatroon om de synchronisatie tot 
stand te laten komen.

Patroonselectie: Sluit de blauwe draad aan de rode (+ VDC) 
voor selectie van de flitspatronen. 

S11F6002 (R65)

Niet beschikbaar

Niet beschikbaar

Niet beschikbaar

150mm

135mm

29m
m

11m
m

Certificering ECE-R65 & ECE-R10 
Aantal LED's 6 x 3 Watt LED's
Afmeting 150 x 29 x 11mm
Hart op hart maat 135mm
Aantal patronen 22
IP-waarde IP67

Artikelnummers

4 LED versie SF11-serie

S11F4002 (R65)* 

SSLED4DVR (R10) 

SSLED4DVW (R10) 

SSLED4DVB (R10)

Certificering
Aantal LED's
Afmeting

ECE-R65* & ECE-R10 
4 x 3 Watt* & 4 x 1 Watt LED's 
110 x 29 x 11mm

Hart op hart maat 96mm
Aantal patronen 22
IP-waarde IP67

Artikelnummers

3 LED versie SF11-serie

S11F3003 (R10)

SSLED3DVR (R10)

SSLED3DVW (R10)

SSLED3DVB (R10)

Certificering ECE-R10 
Aantal LED's 3 x 1 Watt LED's
Afmeting 90 x 29 x 11mm
Hart op hart maat 77mm
Aantal patronen 12
IP-waarde IP67

Artikelnummers

110mm

96mm

29m
m

11m
m

11m
m

90mm

77mm

29m
m

* Enkel de S11F4002 is voorzien een R65-certificering

-  1 sec. tegen rood     -> volgende flitspatroon
-  1~3 sec. tegen rood -> vorige flitspatroon
-  5 sec. tegen rood     -> de flitser wordt uitgeschakeld

Massa (- VDC)

Plus (+ VDC)

Synchronisatie & patroonselectie: Stel eerst alle flitsers af 
op het gewenste flitspatroon. Deze instelling komt als volgt tot 
stand:

-  1 sec. tegen rood     -> volgende flitspatroon
-  1~3 sec. tegen rood -> vorige flitspatroon
-  5 sec. tegen rood     -> de flitser wordt uitgeschakeld

Koppel aansluitend alle gele draden aan elkaar om de 
synchronisatie tot stand te laten komen.

Dim-functie (optioneel): Koppel alle witte draden aan elkaar 
en sluit deze vervolgens met een schakelaar aan op massa. 
Op deze manier kan de dag- en nachtfunctie gekozen worden.Ei

ge
ns

ch
ap

pe
n

Voltage
Lens materiaal
Behuizingsmateriaal
Montage
Certificeringen

Garantie

12/24v multivoltage
Polycarbonaat
Aluminium voetplaat met rubberen pakkingsrand 
Opbouw met bevestiging d.m.v. schroeven
ECE-R65, geldt enkel voor de 4 & 6 LED amber uitvoering 
ECE-R10
5 jaar
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SF11-Serie

BETTER LIGHT    -    WORK SAFER

1

LED Flitsers slimline 12/24v 

6 LED versie SF11-serie

Massa (- VDC)

Plus (+ VDC)

Synchronisatie: Koppel de gele draden aan elkaar om de 
flitsers te synchroniseren. Let op dat elke flitser ingesteld 
staat op hetzelfde flitspatroon om de synchronisatie tot 
stand te laten komen.

Patroonselectie: Sluit de blauwe draad aan de rode (+ VDC) 
voor selectie van de flitspatronen. 

S11F6002 (R65)

Niet beschikbaar

Niet beschikbaar

Niet beschikbaar

150mm

135mm

29m
m

11m
m

Certificering ECE-R65 & ECE-R10 
Aantal LED's 6 x 3 Watt LED's
Afmeting 150 x 29 x 11mm
Hart op hart maat 135mm
Aantal patronen 22
IP-waarde IP67

Artikelnummers

4 LED versie SF11-serie

S11F4002 (R65)* 

SSLED4DVR (R10) 

SSLED4DVW (R10) 

SSLED4DVB (R10)

Certificering
Aantal LED's
Afmeting

ECE-R65* & ECE-R10 
4 x 3 Watt* & 4 x 1 Watt LED's 
110 x 29 x 11mm

Hart op hart maat 96mm
Aantal patronen 22
IP-waarde IP67

Artikelnummers

3 LED versie SF11-serie

S11F3003 (R10)

SSLED3DVR (R10)

SSLED3DVW (R10)

SSLED3DVB (R10)

Certificering ECE-R10 
Aantal LED's 3 x 1 Watt LED's
Afmeting 90 x 29 x 11mm
Hart op hart maat 77mm
Aantal patronen 12
IP-waarde IP67

Artikelnummers

110mm

96mm

29m
m

11m
m

11m
m

90mm

77mm

29m
m

* Enkel de S11F4002 is voorzien een R65-certificering

-  1 sec. tegen rood     -> volgende flitspatroon
-  1~3 sec. tegen rood -> vorige flitspatroon
-  5 sec. tegen rood     -> de flitser wordt uitgeschakeld

Massa (- VDC)

Plus (+ VDC)

Synchronisatie & patroonselectie: Stel eerst alle flitsers af 
op het gewenste flitspatroon. Deze instelling komt als volgt tot 
stand:

-  1 sec. tegen rood     -> volgende flitspatroon
-  1~3 sec. tegen rood -> vorige flitspatroon
-  5 sec. tegen rood     -> de flitser wordt uitgeschakeld

Koppel aansluitend alle gele draden aan elkaar om de 
synchronisatie tot stand te laten komen.

Dim-functie (optioneel): Koppel alle witte draden aan elkaar 
en sluit deze vervolgens met een schakelaar aan op massa. 
Op deze manier kan de dag- en nachtfunctie gekozen worden.Ei

ge
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Voltage
Lens materiaal
Behuizingsmateriaal
Montage
Certificeringen

Garantie

12/24v multivoltage
Polycarbonaat
Aluminium voetplaat met rubberen pakkingsrand 
Opbouw met bevestiging d.m.v. schroeven
ECE-R65, geldt enkel voor de 4 & 6 LED amber uitvoering 
ECE-R10
5 jaar
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SF11-Serie

Slimline LED warning lights
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Introducing the B-2000 series LED interior lighting. This series of LED strips for your interior consists of nine products. You 
can choose from three different lengths and three types of switches: with a motion sensor, with a touch switch, or without a 
switch. 
 
All products in this series feature the same slimline design with a thickness of just 17mm, making it easy to hide within your 
interior. This makes them particularly suitable for spaces such as the cargo areas of enclosed small trailers.

Certificates & warranty:

E CE IP67

B-2000 series product features:

Connection:	 	 50cm cable

Voltage:			   12-24V

Wattage:			   8W / 15W / 23W

Light color:	 	 6500K

Lumen:	 		  750 / 1500 / 2250 lumen

IP-value:	                      	 IP67

Mounting:			  Assembly 

Dimensions:		  380 / 680 / 980 x 36 x 17mm

Housing color:		  Light grey

Certificates:		  E, CE

Warranty:           		  3 years

Product overview Without switch Motion sensor Touch switch 380mm (8W,  
750 lumen)

680mm (15W, 
1500 lumen)

980mm (23W, 
2250 lumen)

BG-2038 √ √

BS-2038 √ √

BT-2038 √ √

BG-2068 √ √

BS-2068 √ √

BT-2068 √ √

BG-2098 √ √ 

BS-2098 √ √

BT-2098 √ √

3Y

INTERIOR LIGHTING
Are you looking for lighting for the cargo space of your enclosed small trailer? 

Then take a look at TRALERT®'s LED interior lighting. Specially selected for this 
catalog are the B-2000 series and the BLS-series. The B-2000 series consists 
of nine LED strips, while the BLS-series features four flexible LED strips on a 
roll + parts. This ensures that you will always find a suitable option for your 

small trailer, regardless of the length of the area you need to light.

YOUR ENCLOSED TRAILER PERFECTLY LIT

LED interior lighting B-2000 series
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The Click-&-Go LED Strip on a roll has a standard length of 5 meters, but the LED strip can be cut every 5 cm. This allows the 
strip to be precisely tailored to the interior of your vehicle. Markings for this are found on the print. If desired, the LED strip can 
also be ordered in rolls of 50 meters. 
 
The LEDs are encapsulated in a silicone layer, making the strip IP68 waterproof. This interior lighting is available in 12V or 24V 
and in neutral white light (4000K) or cool white light (6000K). Also available are several click-connectors to connect sections 
together and aluminum profiles for easy mounting of the strips.

Certificates & warranty:

E CE IP68

Click-&-Go LED strip product features:

Connection:	 	 10cm cable

Voltage:			   12V of 24V

Wattage:			   12W per meter

Light color:	 	 4000K of 6000K

Lumen:	 		  1200 lumen per meter

IP-value:              		  IP68

Mounting:			  3M adhesive strip 

Dimensions:		  5000 x 10 x 5mm

Housing color:		  white/transparent

Certificates:		  E, CE

Warranty:           		  3 years

Product overview 12V 24V 4000K 6000K

BLS-5060W12V √ √

BLS-5060W24V √ √

BLS-5060NW12V √ √

BLS-5060NW24V √ √

3Y

Click-Connectors

15cm cable single-sided (Art. BAC-1001) 15cm cable double-sided (Art. BAC-1002) without cable double-sided (Art. BAC-1001)

Aluminum profiles of 1 meter in length

Aluminium frame set 1 (Art. BAC-ALU1-SET)

Dimensions: 100 x 16 x 16mm

Aluminium frame set 2 (Art. BAC-ALU2-SET)

Dimensions: 100 x 18,1 x 18,1mm

Aluminium frame set 3 (Art. BAC-ALU3-SET)

Dimensions: 100 x 18 x 13mm

Aluminium frame set 4 (Art. BAC-ALU4-SET)

Dimensions: 100 x 19,5 x 20,2mm

Aluminium frame set 5 (Art. BAC-ALU5-SET)

Dimensions: 100 x 17,3 x 7mm

Aluminium frame set 6 (Art. BAC-ALU6-SET)

Dimensions: 100 x 16 x 16mm

LED interior lighting Click-&-Go LED stripsLED interior lighting Click-&-Go LED strips

Visit www.tralert.com for our full range
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Licence plate lighting
An essential component of the lighting solution since the license plate requirement was introduced: LED 
license plate lighting. The LED license plate lighting from TRALERT® complies with all the requirements 
for use on public roads. This ensures you avoid unnecessary fines and head out on the road with proper 
illumination for your small trailer.

TRALERT® Art. M10KV-300(H) / M10KV-310(H)

Features: E CE

2Y

TRALERT® Art. M10KV-100(R) / M10KV-110(R)

Features:

- Licence plate lighting

- 12-36V multivoltage

- 96 x 66 x 64mm

- Centre distance: 72mm

- M10KV-100(R): 50cm cable

- M10KV-110(R): 0,75mm2 connector

- M10KV-100/110: black housing

- M10KV-100R/110R: red housing

TRALERT® Art. MK-1600 / MK-1600SS / MK-1610 

Features: E CE

2Y

TRALERT® Art. MK-1700

Features: E CE

2Y

E CE

2Y

- Licence plate lighting

- 12-36V multivoltage

- Dimensions laag: 83 x 40 x 30mm

- Dimensions hoog: 83 x 50 x 30mm

- Centre distance: 45mm

- M10KV-300(H): 50cm cable

- M10KV-310(H): 0,75mm2 connector

- M10KV-300/310: low profile

- M10KV-300H/310H: high profile

- Licence plate lighting

- 12-36V multivoltage

- 112 x 57 x 97mm

- Centre distance: 45mm

- MK-1600: 50cm cable

- MK-1600SS: SuperSeal connector

- MK-1610: 0,75mm2 connector

IP68

IP68

IP68

IP68

- Licence plate lighting

- 12-24V multivoltage

- 82,5 x 32,5 x 12,5mm

- Centre distance: 65mm

- Schuifconnectors

- Black assembly housing

LED licence plate lightingLED licence plate lighting
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Other lighting
In addition to the popular lighting categories previously mentioned, TRALERT® also offers various other 
standalone lighting solutions that are relevant for the small trailer world. For example, TRALERT® 
provides third brake lights. Although these are not always mandatory, they significantly improve the 
visibility and safety of your small trailer. There are also individual reverse lights available. Especially 
when your rear light doesn't have this feature, this is a great solution.

TRALERT® Art. V3R-191(SS)

Features: E CE

2Y

TRALERT® Art. VR-340(SS)

Features: E CE

2Y

- Third brake light

- 12-24V multivoltage

- Red lens and housing

- Polycarbonate lens and housing

- 225 x 28 x 13mm

- Centre distance 200mm

- 380cm cable

- V3R-191: open wire end

- V3R-191SS: SuperSeal connector

- LED Reverse light

- 12-24V multivoltage

- Rear mounting

- Centre distance: 45mm

- Dimensions: 75 x 75 x 33,2mm

- ABS housing

- 50cm cable

- VR-340: open wire end

- VR-340SS: SuperSeal connector

IP68

IP68

Black assembly housing t.b.v. 235RHM12E (Art. 235B1B) White assembly housing t.b.v. 235RHM12E (Art. 235W1B)

TRALERT® Art. 235RHM12E

Features: E CE

2Y

- Third brake light

- 12V

- Red lens

- White housing

- Polycarbonate lens and housing

- 237 x 25 x 16mm

- Centre distance 215,5mm

- 40cm cable

- Open wire end

IP68

TRALERT® Art. VR-341(SS)

Features: E CE

2Y

- LED reverse light

- 12-24V multivoltage

- Standing mount

- Dimensions: 75 x 75 x 33,2mm

- Height incl. base: 95mm

- ABS housing

- 50cm cable

- VR-341: open wire end

- VR-341SS: SuperSeal connector

IP68

Other lightingOther lighting
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Reflectors
In addition to the LED lighting itself, TRALERT® also provides reflectors that enhance the visibility of your 
vehicle. In some cases, an additional reflector is also required. For example, when a triangular reflector 
is not integrated into the rear light of your small trailer, it must be mounted separately. TRALERT® offers 
various models and shapes, all fully certified and approved for road use when correctly positioned.

Triangular reflector red with threaded rods (Art. VRF-400R) Triangular reflector red with screw holes (Art. VRF-410R)

Rectangular amber reflector with 3M adhesive strip (Art. VRF-500A) Rectangular amber reflector with screw holes (Art. VRF-501A)

Rectangular white reflector with 3M adhesive strip (Art. VRF-500W) Rectangular white reflector with screw holes (Art. VRF-501W)

Rectangular red reflector with 3M adhesive strip (Art. VRF-500R) Rectangular red reflector with screw holes (Art. VRF-501R)

ReflectorsReflectors



WIRING LOOMSYSTEMS
To make the complete lighting solution for your small trailer as easy as possible to install, 
TRALERT® offers full wiring loom systems. These cable harnesses can be configured in multiple 
ways so that all the lighting from this catalog can be installed plug-and-play. The wiring looms 
from TRALERT® are divided based on four variables: the type of wiring loom, the length of the 
main cable, the length of any DC cables, and the choice of connectors. In the overview on the 
following page, you can find the assembly of the product number to help you find the exact wiring 
loom for your vehicle.

Very easy to connect lighting:

Art. K10D-6046B7
TRALERT® uses the following assembly:

1. TYPE OF WIRING LOOM:
	 K10A: 7-PINs connector, 2x 5-PINs bayonet without DC-connectors
	 K10B: 7-PINs connector, 2x 5-PINs bayonet with DC-connectors
	 K10C: 13-PINs connector, 2x 5-PINs bayonet without DC-connectors
	 K10D: 13-PINs connector, 2x 5-PINs bayonet with DC-connectors

2. LENGTH MAIN CABLE:
	 30: 300cm
	 40: 400cm
	 50: 500cm
	 60: 600cm
	 etc.

3. LENGTH DC-CABLE:
	 30: 300cm
	 40: 400cm
	 50: 500cm
	 60: 600cm
	 etc.

4. CONNECTOR CHOICE:
	 B5: 5-PINs bayonet connector CAT-B5
	 B6: 6-PINs bayonet connector CAT-B6
	 B7: 7-PINs AMP connector CAT-B7
	 B8: 8-PINs bayonet connector CAT-B8

1. 2. 3. 4.

1.

2. 3.

4.
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Connectorbox 13-PINs (Art. KAC-13PConnectorDOOS)

Adapter converter from 7- to 13-PINs (Art. KAC-7/13ADAPTER)

LED controlbox 13-PINs 12V (Art. V10AC-CTRL13)

Power resistor 12V 50W (Art. LR12)

Synchronised side marker control unit (Art. D14722)

Adapter converter from 13- to 7-PINs (Art. KAC-13/7ADAPTER)

13-PINs connector (Art. KAC-13PConnector) 7-PINs connector (Art. KAC-7PConnector)

Connectorbox 7-PINs (Art. KAC-7PConnectorDOOS)

Power resistor 12V 25W (Art. VAC-LR12)

Accessories & PartsAccessories & Parts

Coiled cable 260cm, 2x 13-PINs 8-core (Art. KAC-400) Coiled cable 260cm, 2x 13-PINs 13-core (Art. KAC-410)
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Adapter cable 5-PINs from 3 to 1 connector (Art. V10AC-302)Adapter cable 5-PINs from 2 to 1 connector (Art. V10AC-301)

Adapter cable 5-PINs from 4 to 1 connector (Art. V10AC-303) Adapter cable 200cm 1x Deutsch-fem - 1x Superseal fem (Art. KAC-800)

Adapter cable right 6-PINs to 8-PINs (Art. KAC-6-8-PINR)Adapter cable left 6-PINs to 8-PINs (Art. KAC-6-8PINL)

Accessories & Parts Accessories & Parts

Extension cable 800cm 1x 0,75mm2 - 1x 2-PINs SuperSeal (Art. KAC-8000SS)Extension cable 600cm SuperSeal 1x fem - 1x male (Art. KAC-760)

Extension cable 200cm SuperSeal 1x fem - 1x male (Art. KAC-720)

Y-cable SuperSeal 1x fem 50cm - 3x male 50cm (Art. KAC-600) Y-cable SuperSeal 1x fem 600cm - 3x male 50cm (Art. KAC-610)

Y-cable SuperSeal 1x fem 900cm - 2x male 50cm (Art. KAC-620)
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5-PINs bayonet connection 10m cable right (Art. V10AC-10MB5R)5-PINs bayonet connection 10m cable left (Art. V10AC-10MB5L)

5-PINs bayonet connection 18m cable left (Art. V10AC-18MB5L) 5-PINs bayonet connection 18m cable right (Art. V10AC-10MB5R)

5-PINs bayonet connection right without cable (Art. V10AC-102B5)5-PINs bayonet connection left without cable (Art. V10AC-101B5)

Accessories & Parts

5-PINs bayonet connection left 50cm cable (Art. V10AC-051B5)

1500cm extension cable with cover for Deutsch-connector (Art. WAC-150DTC)

Y-cable 1x30cm male & 2x100cm female (Art. WAC-30100Y)

400cm extension cable with cover for Deutsch-connector (Art. WAC-40DTC)

7-PINs bayonet connection 250cm cable (Art. V10AC-250B7)

Accessories & Parts

5-PINs bayonet connection right 50cm cable (Art. V10AC-052B5)
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SuperSeal female set 2-PINs with thule (Art. SSC-F-SET)

Cover ft. VC-3300, VC-2300, VC-2700, 500- & 600-series (Art. VAC-COVER2)Cover ft. VC-7000, VC-3000, VC-3100 & VC-1000 (Art. VAC-COVER1)

SuperSeal male set 2-PIN with thule (Art. SSC-M-SET)

4-PINs Deutsch-connector male set (Art. DT-04SET) 6-PINs Deutsch connector male set (Art. DT-06SET)

Accessories & Parts

6-PINs bayonet connection right without cable (Art. V10AC-102B6)6-PINs bayonet connection left without cable (Art. V10AC-101B6)

7-PINs AMP connector without cable (Art. V10AC-101B7 8-PINs bayonet connection left without cable (Art. V10AC-101B8)

Accessories & Parts

DC clickconnector 0,75mm² (Art. QS075)8-PIN bayonet connection right without cable (Art. V10AC-102B8)



Explanation Cables & Connectors
7-PINS CONNECTOR

The 7-PINs connector is connected according to the ISO 1724 standard. This connector principle is commonly 
used on smaller small trailers, as it doesn't have enough PINs to support all functions. The connector box is al-
ways found on the towing vehicle, while the connector is located on the towed vehicle.

13-PINS CONNECTOR

The 13-PINs connector is connected according to the ISO 11446 standard. Unlike the 7-PINs connector, this 
principle is capable of distributing all functions to the towed equipment. In addition to all lighting functions, this 
connector also has the ability to pass a switched and constant positive, including extra ground connections. The 
13-PINs connector is typically used on both small and larger small trailers where all lighting functions are required 
or desired.

5-PINS BAYONET (B5)

The 5-PINs bayonet connector is used to create a quick and reliable connection between the wiring loom and the 
lamp. This connector comes in a left (yellow) and right (green) version. The connector has a fixed PIN configura-
tion to ensure that the lamps always function properly. In addition to the functions for rear, brake, indicator, and 
ground, there is always 1 pin left unused, which is typically used for the fog light (left) and reverse light (right). The 
connectors are waterproof and IP67 certified.

6-PINS BAYONET (B6)

The 6-PINs bayonet connector is similar to the 5-PINs connector, but with one additional PIN. This allows for 
controlling all functions in the rear light. Both the fog light and reverse light can be controlled with this 6-PINs 
bayonet connector. Like the 5-PINs version, this connector is waterproof and IP67 certified.

7-PINS AMP CONNECTOR (B7)

The 7-PINs AMP is a universal connector commonly used in various industries. The 7-PINs connector can have 
different pin configurations, but at TRALERT®, the most common pin configuration is used. This connector featu-
res 7 PIN options, of which typically six are used. The seventh PIN is optional. The left and right pin configurations 
are identical.

8-PINS BAYONET (B8)

The 8-PINs bayonet connector is the most commonly used connector in the small trailer industry. This connector 
is also available in a left (yellow) and right (green) version. In addition to the color difference, there is also a change 
in the pin configuration, with the pin layout being different when comparing the left and right versions. This con-
nector typically has 6 visible pins. The 8-PINs bayonet connector has a fixed pin configuration.

0,75MM2 CONNECTOR

This connector is referred to as a 0.75mm² connector at TRALERT®. In addition to this name, it is also commonly 
known as a DC connector, piercing connector, or click connector. Regardless of the name, the principle remains 
the same. This connector is placed over a 0.75mm² 2-core Slimline cable and then closed with a cover cap. At this 
point, the two pins pierce through the Slimline cable, completing the connection. The 0.75mm² connector is parti-
cularly known for its quick installation. However, replacement of this connector is generally slower.

1,50MM2 CONNECTOR

The principle of the 1.5mm² connector is the same as that of the 0.75mm² connector. The difference lies in the 
thickness of the cable; this connector must be clicked onto a 1.5mm² Slimline cable. All the advantages and disad-
vantages are also the same as those of the 0.75mm² variant.

DEUTSCH-CONNECTOR (DT)

The Deutsch connector is a widely used connector, especially for connecting work lights. It is a very reliable and 
waterproof connector. In most cases, a 2-PINs variant is used, but multiple pins are also available. At TRALERT®, 
we almost always use the so-called sealed version. This additional seal provides extra protection for the cable at 
the entry point of the connector, making this already excellent connector even better.

SUPERSEAL CONNECTOR (SS)

The SuperSeal AMP connector is a versatile connector commonly used for marker lights, side marker lights, and 
license plate lights. This connector offers many advantages due to its high quality and reliability. It is fully water-
proof and resistant to harsh environmental conditions such as ozone, salt, gasoline, diesel, brake fluid, and motor 
oil. Additionally, the connector can withstand temperatures ranging from -40°C to +125°C, ensuring that the 
lighting will continue to function under any circumstances.
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Accessories & PartsAccessories & Parts

Connectors
In this catalog, you will find various connectors for rear lights that are compatible with different types of 
wiring looms. On this page, you will find an overview of four connectors available within the TRALERT® 
rear light range. The available connectors include a 5-PINs bayonet, a 6-PINs bayonet, a 7-PINs AMP, 
and an 8-PINs bayonet. By considering these connectors, you can ensure a correct connection between 
the wiring loom and rear light.

5-PINs bayonet on a rear light5-PINs bayonet connection Schematic

6-PINs bayonet on a rear light6-PINs bayonet connection schematic

7-PINs AMP on a rear light7-PINs AMP aansluiting schematic

8-PINs bayonet on a rear light8-PINs bayonet connection schematic

Brake light

Earth

Fog-/Reverse light

Position-/Licence plate light

Reference

Indicator

Brake light
Earth

Fog light
Reverse light

Position-/Licence plate light

Reference

Indicator

Brake light

Earth

Reverse light

Positionlight

Reference

IndicatorFog light

Licence plate light

8 6

2
1 7

5

3

4

1. Indicator left
2. Fog light
3. Earth
4. Indicator right
5. Position light right
6. Brake light
7. Position light left
8. Reverse light
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PLUG-&-PLAY LED KIT
A COMPLETE SOLUTION FOR YOUR VEHICLE

At TRALERT®, you are not only in the right place for individual LED lighting. As a partner in 
LED vehicle lighting, we also offer plug-and-play LED kits. These complete LED kits include, 
among other things, LED lighting, wiring looms, and all the necessary components for easy 

installation on your small trailer. Examples of these can be found at the beginning of this 
catalog. Since every lighting issue requires a different solution, we offer three options:

The regular range
This LED kit is carefully assembled from products available in 
our extensive Regular range. This package includes, among 
other things, lighting, wiring looms, and other necessary 
components that are available for immediate delivery from 
stock.

1
Custom solutions
If a solution for your lighting issue is not directly possible 
with products from our regular range, TRALERT® offers the 
option for custom solutions to provide an appropriate fit.2
LED Kit In your corporate identity
Would you like to offer the complete lighting solution 
personalized for your customers? TRALERT® offers the 
possibility to design and package the LED kit in your 
recognizable brand style.3
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CONTENT OF THE TRALERT® LED KIT
The TRALERT® LED kit consists of LED lighting, wiring looms, and other parts. The wiring looms and parts are 
equipped with the correct connectors that are directly compatible with the LED lighting from this small trailer 
range. This way, you can easily and quickly assemble a complete LED kit that is plug-and-play for installation.

THE REGULAR WIRING LOOM ASSORTMENT 

The regular range consists of several wiring loom systems, including a 7-PINs AMP system and a 5-PINs bayonet 
system. TRALERT® offers lighting with various wiring loom systems commonly used in the small trailer industry. 
These wiring loom systems are available with 7- and 13-PINs connectors and various wiring loom lengths 
ranging from 4 to 14 meters. Each wiring loom solution allows for the connection of two rear lights with multiple 
functions per side. 
 
Would you like to also connect marker lights, side marker lights, and license plate lighting? The wiring loom 
system can be equipped with DC connectors. The lighting with blue 0.75mm² connectors from this catalog is 
particularly suitable for this. It can be connected in a plug-and-play manner to this system. 
 
In addition, TRALERT® offers a wide range of adapter cables, adapters from 7- to 13-PINs and vice versa, 
resistors, and other parts to complete your lighting solution. With the extensive Regular range from TRALERT®, 
you can typically create a suitable cabling and lighting solution.

CUSTOM CABLING
If the Regular range of lighting, wiring loom systems, and parts doesn't fully meet your lighting 
needs, TRALERT® offers custom solutions. We can assemble the entire lighting package according 
to your specifications. This includes creating exact lengths that match your vehicle, creating 
connections for multiple rear lights, and/or customizing connectors. Together, we can develop the 
complete lighting solution for your small trailer.
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RECOGNIZABLE LED KIT IN YOUR CORPORATE IDENTITY
Are you looking for a complete plug-and-play lighting solution where the entire package is neatly packaged and 
beautifully designed in your corporate identity? Then TRALERT® offers a custom lighting set in the form of the 
LED upgrade package.

THE BENEFITS OF A CUSTOM PACKAGE 

The LED upgrade package is a custom-assembled kit from TRALERT® that includes LED lighting, cabling, 
necessary accessories, and a manual for easy installation. This package is conveniently packaged and designed in 
a single box, enabling efficient delivery to our partners. This means you won’t need to order separate lighting and 
cable looms; instead, you can quickly and easily order all the lighting your vehicle needs for assembly. 
 
If your company works with a dealership network where, for example, multiple excavators are fitted with LED 
lighting each year, a personalized LED kit might be a great solution. 
 
The composition of the package is tailored to the client’s goals and requirements, including any relevant 
regulations for vehicles like excavators or agricultural machines that drive on public roads. Our aim is to ease the 
process for our partners, as great customer service is a core value that sets TRALERT® apart. 
 
Normally, the LED kit is delivered in a TRALERT® box, but if preferred, we can create a customized box. In this case, 
you’ll receive the kit in a beautifully designed box, branded with your company’s identity.

SUPPORTING MARKETING ASSISTANCE 

If you choose a recognizable LED kit in your own corporate identity and wish 
to market it to your customers, TRALERT® can take care of the entire process 
for you. With our in-house TRALERT® marketing team, we are perfectly 
equipped to support you in areas such as custom brochures, full shop-in-
shop support, and providing tailored social media content. This way, you can 
effortlessly promote your own LED kit to your target audience with minimal 
effort.
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R10 ECE-R10 is a certification for electrical systems on vehicles, ensuring that the lighting does not 
cause interference with other electronic equipment.

R23 ECE-R23 is a regulation for reverse lights. ECE-R23 certified work lights may be officially used as 
reverse lights when correctly mounted and connected.

R65 ECE-R65 is a regulation for signaling. ECE-R65 certified lighting may be officially used as signaling, 
such as a beacon light, when correctly mounted and connected.

R65
Class 2

ECE-R65 Class 2 is a regulation for beacon lights. ECE-R65 Class 2 certified lighting may be offici-
ally used as a beacon light when correctly mounted and connected.

LEGEND ICONS

E

IP69K

CE

IP67

IP68

2Y

3Y

E-mark is a certification that indicates that your vehicle or product complies with EU regulations. 
The EU regulations refer to the legislation of the European Union.

The CE mark is a Europe-wide agreement concerning the safety of products within the EU, with 
many regulations in place. For LED vehicle lighting, a CE mark is mandatory.

IP stands for 'International Protection Rating' and indicates whether a product is dustproof and 
waterproof. IP67 means completely dust-tight and waterproof when submerged up to a depth of 
1 meter for up to 30 minutes.

IP stands for 'International Protection Rating' and indicates whether a product is dustproof and 
waterproof. IP68 means completely dust-tight and waterproof beyond 1 meter depth and for 
longer than 30 minutes.

IP stands for 'International Protection Rating' and indicates whether a product is dustproof 
and waterproof. IP69K means fully dustproof, waterproof, moisture-resistant, and resistant to 
high-pressure spraying.

2Y stands for a two-year warranty on internal components. In case of a technical defect in the 
lamp within the warranty period, you will receive a working new unit.

3Y stands for a three-year warranty on internal components. In case of a technical defect in the 
lamp within the warranty period, you will receive a working new unit.

5Y 5Y stands for a five-year warranty on internal components. In case of a technical defect in the 
lamp within the warranty period, you will receive a working new unit.

IP56
IP stands for 'International Protection Rating' and indicates whether a product is dustproof and 
waterproof. IP56 means dust-protected and water-resistant when sprayed with water (100 liters 
per minute).

CISPR 
Class 5

CISPR 25 Class 5 is a classification for components designed to emit the lowest levels of elec-
tromagnetic interference, ensuring that systems can function optimally without causing or being 
affected by disturbances.

CISPR 
Class 3

CISPR 25 Class 3 is a classification for components designed to have the lowest level of electro-
magnetic emissions, ensuring that systems function properly without interference.

∞ stands for unlimited warranty on internal components. In case of a technical defect in the lamp, 
you will receive a working new unit.∞
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Would you like more information about the lighting in this catalog or are you 
curious about more from TRALERT®? Visit the full range on the TRALERT® website. 

Here, you can find all LED vehicle lighting in one place and order directly online. Find 
the latest prices, discover useful combinations, or compare lighting for your vehicle. 

"Order today = install tomorrow."  

WWW.TRALERT.COM

DISCOVER TRALERT® ALSO ONLINE

DISCOVER TRALERT® ONLINE

Connect with TRALERT® on LinkedIn and stay infor-
med about news and market developments.

Like TRALERT® on Facebook to stay up to date with 
the latest news and the coolest content.

Follow @tralert.nl on Instagram and discover the 
coolest applications of LED vehicle lighting. 

Want to know more? Visit the TRALERT® website. 
Scan the QR code or go to www.tralert.com.
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